sSurf Csg
TOC:Sfe

TMD: 6392’

Casing , .
Shoes (ft) Schematic (3/2/2006) Openings Top/Btm/Type/Status
62.0
Tulare Zone deemed an
Exempt Aquifer by EPA
1,106.0

Top of Injection
Zone not reached

11.5%# Mud

Componert

CEMENT

Top M D (ft]

5,165.0

Bt MD (1)

5,383.0

ltern 0D {in} Grade Wt (ppf) TopMD(ft) BtmMD (ft)

CASING JOINT(S) 14.000

lterm QD (in

CASING JOINT(Z) 9.625  K-55  35.00

9.625

CASING JOINTIS) 9.625  K-55  36.00

CASING GUIDE SHOR. 625

Well 328X-345 S/T/R: 345/305/24E

CASING CEMENT DETAIL

- o

Cond Csg. Cmt Vol Landed
Hole Size: 18" (Est.)

Casing Size: 14"

Top Job:

Rtns to Sfc:

TTOC:

Sfe Csg. Cmt Vol 1060 cf
Hole Size: 13.5"

Casing Size: 9.625"

Top Job: No

Rtns to Sfc: Yes (253 cf)
TOC: Sfe

Interm Csg. Cmt Vol
Hole Size:

Casing Size:

Top Job:

Rtns to Sfc:

TTOC:

Prod. Csg. Cmt Vol
Hole Size:

Casing Size;

Top Job:

Rtns to Sfc:

TTOC:

Liner Cmt Vol
Hole Size:
Casing Size:
Top Job:
Rins to Sfc:
TIac:

Top of Injection Zone:
Not Reached

Volume Behind Pipe:
1.15 Yield Assumed
Theoretical Calculations (TTOC)

Grade Wt

22.0 62.0

(ppf)l ToptD(ft) BtmmD ()
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